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Capacities Ranging from 2,000 to 30,000 GPD .._|..| — |
T

RO membranes represent the finest level of filiration available today. With high rejection levels

(99.4%), these memibranes reject more hardness, sodium, nifrates and undesired impurities and oS
e

produce clean and pure permeate water, Se

EXCITING FEATURES OF TH

b 60% RECOVERY: High recovery franslates info more feed
water recovered as pure RO permeate & less water wasted
tothe drain.

 FLEXIBLE OPERATION: Concentrate valve is offered as a
standard feafure to dllow changing the recovery &
operating pressure for varying feed water quality.

& EXPANDABLE DESIGN: In most cases, 1o expand fthe
product capacity, the unique TFH design lets you add more
membranes. It's that simple!

 SPACE SAVING: TFH units need minimal space requirement
pecause of their unigue 2 elements housing arrangement
and compact system design.

é QUIET PERFORMANCE: TFH's quiet high pressure pumps
are aadvantageousin installations requiring low noise levels.

5 QUALITY YOU CAN DEPEND ON: All TFH units are pre-
tested and undergo a stringent guality assurance procedure
prior fo shipment,

& MOST IMPORTANT... COMPETITIVE PRICING: With al
these exciting standard features & compared to similar unifs
available in the market, TFH units definitely will be the best
deal you find.

STANDARD FEATURES AVAILABLE OPTIONS

& Powder coated steel frame & Pre-filter pressure gauges
& Stainless steel concentrate valve b Stainless steel membrane housings
& TFC membrane $ Fiberglass membrane housings
& PVC membrane housing & Recycle valve & flowmeter kit
¢ 304 Stainless steel multi-stage pump ¢ Feed pH controller/sensor
& 316 stainless steel Liquid-filled pressure gauge, 2 1/2" dial & Low pressure (Hi efficiency) membranes to reduce
size for pump suction, membrane feed, and final system operating pressure to as low as 150 psi
concenfrate pressure & Export wood crating
& Product/concentrate flow meters & Custom designed unit
¢ Low & hi-pressure piping ¢ Disassembled unit kit
& Stainless steel throttle valve & Recommended spare pars
& Liquid-tight wire shrouding b Prefreatment lockout
$ Inlet diaphragm valve & Permeate TDS Controller with digital display
& 5 micron sediment prefilter ¢ Water meter
& High & low pressure switch, Nema 4 & Hour meter
& Microprocessor controller containing all of the electronics 4 High/low level switch
and conftrols to efficiently and safely control the TFH unit ¢ Automatic flush
& PLC controller
- Off/on switch - [EC motor contactor w/overload relay
- Time delay start - Nema 4X fiberglass Enclosure
- Sfafus lamps - Low & Hi pressure switch input
- High pressure cut-out - Tank full switch input (Product water)
- Motor starter - Tank low switch input (Raw water)
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