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Reverse Osmosis Water Purification Systems J_I = Jg

INTRODUCTION

The o = == 5et135i5 availaple with capacities ranging from 225,000 to 500,000 GPD (gallon perday) @ a
maximum TDS of 2000 or 5000 ppm at 7 7°F ( 25 °C) with recovery rates up 1o 75%. These units are economically

STANDARD FEATURES

MAIN ITEMS INSTRUMENTATION

¢ TFC spiral wound membranes, 8" Dia x 40" Long & High pressure switch

& FRP membrane housing $ Low pressure switch

$ Stainless steel multi-stage pump with TEFC motor & Liguid filled pressure gauges, 22" dial size, panel

& 5 micron cartiidge prefilter mount for pump suction, memirane feed, inter-stage

& Epoxy painted steel frame and final concentrate pressures

& Power supply: 460V/3 Ph/60Hz ¢ Permeate TDS / conductivity (temp. compensated)
ELECTRICAL monifor panel mounted with programmable set points

$ PLC based control panel featuring: ) ;‘2 ?;ge?;ga&rrzs — —

& Programmable time delay and set points r SHCOIIE TOWINONIGS ¢ SSIR0S

¢ Status amber / green lamps

¢ Alarms red lamps

& Non-metallic Nema 4X enclosure

¢ 110V/60Hz Control voltage

& Motor starter featuring Metallic Nema 12 enclosure

AVAILABLE OPTIONS

¢ 380-415V/3 Ph/50Hz power supply, 220V control ¢ Feed TDS / conductivity sensor with % rejection
panel & Membrane cleaning unit

& 230V/3 Ph/60Hz power supply b Automatic hourly flush

& Product tank level controller switch (low & high) é Feed/ permeate blending

& Feed pH controller / display b Export crating

& Feed ORP controller / sensor & Custom designed units
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