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Capacities Ranging from 1,500 to 9,000 GPD ===
RO membranes represent the finest level of filtration available today. JJ J—J /
With high rejection levels (99.4%), these memibranes reject more

ie®
hardness, sodium, nifrates and undesired impurifies and produce se\"e
clean and pure permeate water.

b 60% RECOVERY: High recovery franslates into more feed water
recovered as pure RO permeate & less water wasted to the drain.

5 FLEXIBLE OPERATION: Concentrate and recycle valves are offered
as a standard feature to allow changing the recovery & operating
pressure for varying feed water quality.

b EXPANDABLE DESIGN: In most cases, to expand the product

capacity, the unique TFV design lets you add more membranes. It's that
simple!

SPACE SAVING: TFV units need minimal space requirement because of
theirunique vertical arrangement and compact system design.

QUIET PERFORMANCE: TFV's quiet high pressure pumps are
advantageous in installations requiring low noise levels.

QUALITY YOU CAN DEPEND ON: All TFV units are pre-tested and
undergo a stringent quality assurance procedure prior o shipment.
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MOST IMPORTANT... COMPETITIVE PRICING: Wih all these
exciting standard features & compared to similar units available in the
market, TFV units definitely will be the best deal you find.

STANDARD FEATURES

AVAILABLE OPTIONS

Recycle Flow Meter
Pre/ Post-Filter Pressure Gauges
Stainless Steel Memlbrane Housing

Stainless Steel Kit (Incl. Valves, Fittings, Pressure
Powder Coated Steel Frame Gauge & Switch)

TFC Spiral Wound Membrane

PVC Memibrane Housing

304 Stainless Steel Multi Stage Pump
5 Micron Sediment Pre-Filter
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Disassembled Unit Kit
Recommended Spare Parts
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& High Pressure Gauge, Liquid Filed b Prefreatment Lockout
$ Product & Concentrate Flow Meters b Conductivity Digital Display
b Brass Concentrate & Recycle Needle Valves & pH Digital Display
b Low Pressure Switch, NEMA 4 & Tank Full Level Switch
& Inlet Solenoid Valve & 316 Stainless Steel Pump
& High Pressure Nylon Tubing b Hour Meter
b Liquid-Tight Wire Shrouding b 220V/1 Ph/50Hz Power Supply
b One Set of Operation & Maintenance Manual b High Pressure Switch
ELECTRICAL CONTROL b Automatic Flush
b NEMA 4X Fiberglass Enclosure 4 PLC Controller
b Off/On Switch b Microprocessor Controller
b 208/230V/1 Ph/60Hz Power Supply ®  Export Wood Crating
b 25 Amp Power Relay : Custom Designed Unit
b
&

Pump Start Time-delay
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