EXTOL HydroTechnologies

Seawater Reverse Osmosis Units S /
INTRODUCTION o sede$
The 7\ 4,3;_ / series is available with capacities ranging from 37.8 CMD to 870CMD. These units are economically

desagnecﬁbr commercialand industrial applications.
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SWRO SKID MODEL: ASW-3480-42K

STANDARD FEATURES
MAIN ITEMS INSTRUMENTATION

$ TFC spiral wound membranes ¢ Low pressure switch
& FRP membrane housing ¢ High pressure switch
b Ni-Al-Br plunger pump for model: 1380-2480 b Liguid filled pressure gauges, 2V4"/4'%4" dial size, panel mount
& Duplex or 904L SS multistage centrifugal pump for for pump suction, membrane feed, and final concentrate
model: 3480 and larger pressures
b 5 micron cartridge prefitter b Permeate TDS / conductivity (temp. compensated) monitor
¢ Epoxy painted steel frame panel mounted with programmable set points for high alarms
& Power supply: 460V/3 Ph/60Hz b Permeate & concentrate flow monitors / sensors
ELECTRICAL ¢ PVC low pressure piping
b Microprocessor/PLC based control panel featuring: b Stainless steel high pressure piping
- Programmable time delay and set points & Stainless steel reject throttling valve
- Status amber / green lamps ¢ Automatic feed shut-off valve
- Alarms red |Gmp5 $ Product sample valves
- Non-metallic Nema 4X enclosure & Hour meter
& 120V/60Hz control voltage b Energy recovery for model: 3480 and larger
b Motor starter featuring Metallic Nema 4 enclosure with

AVAILABLE OPTIONS

b 380-415V/3 Ph/50Hz power supply, 220V control panel &  Feed ORP controller / sensor

& 230V/3 Ph/60Hz power supply ¢ Feed TDS / conductivity sensor with % rejection
& Product tank level controller switch (low & high) ¢ Export crating

& Feed pH controller / sensor ¢ Custom designed units

OPERATION SPECIFICATION

Feed water tfemperature 95°F maximum
Feed water pressure 30-80 psi

PH range 3-11

Feed water SDI; less than S

No turbidity, iron and hydrogen sulfide
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No chlorine / other oxidants that may react with memibranes
No bacteriological & organic content

Maximum operating pressure = 1,000 psi

Product TDS: less than 500ppm
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